NAME AND COMPANY DETAILS OF THE HEAT TREATMENT SERVICES PROVIDER

Place and date

CERTIFICATE OF HEAT TREATMENT

This is to certify that the timber described below was heat treated on ……………….. (date)

In accordance with the heat treatment requirements of the Australian Quarantine and Inspection Service.

Temperature

(here insert temperature of heat treatment)
degrees C
refer note 1.

Duration

(here insert hours treatment lasted)

hours

refer note 2.

Timber thickness
(here insert timber thickness in millimetres)
millimetres
refer note 2

Container number
(here insert container number)




Description of cargo
(here insert description of goods)

Date


(here insert date of treatment)

Consignor

(here insert name and address of consignor)

Consignee

(here insert name and address of consignee)

Signature of Treatment Provider

Note 1.

The minimum temperature of the heat treatment must not be below that required to heat the core of the timber to a temperature of 74 degrees Centigrade

Note 2.

The following table applies to the duration of the treatment and the thickness of the timber.

	Temperature at centre of timber
	Thickness of timber in millimetres
	Duration of treatment in hours

	Minimum 740 C
	0 – 25
	4

	Minimum 740 C
	26 – 50
	6

	Minimum 740 C
	51 – 75
	8

	Minimum 740 C
	76 – 100
	10

	Minimum 740 C
	101- 150
	14

	Minimum 740 C
	151 – 200
	18

	Minimum 740 C
	Thickness unknown*
	18


* If the thickness of the timber is not stated on the treatment certificate or is unknown, the heat treatment must be at least 18 hours in duration.

